
Technische Änderungen, Druckfehler, sowie Form-, Farb- und Designabweichungen behalten wir uns ausdrücklich vor 
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Tensioned DescenderPro
Attraktive und langlebige Einbaulösung

• Easy Serviceability System - Motor und Projektionstuch werden
einfach in das Gehäuse geklickt. Dadurch bleibt die Einbaukomponente  
auch nach der Montage zugänglich

• Der dreieckige Fallstab fährt bündig in das Gehäuse ein und
ermöglicht so eine unauffällige Montage

• Gehäuse und Leinwand können auch getrennt bestellt werden

• Sonderanfertigungen auf Anfrage möglich

• Auch als RF-Version mit eingebauter Funkfernbedienung lieferbar

Tensioned DescenderPro

Außenmaß Nutzmaß Schwarzer 
Vorlauf

Größen in mm, siehe Maßskizze Preis Mattweiß Preis HD-Progressive 1.1

L1 L2 L3 L4

Format 16:9

142 x 200 107 x 190 30 cm 2378 2348 2329 2113 2.242,—  € 7459 000 500 2.669,—  € 7459 000 522

153 x 220 118 x 210 30 cm 2578 2548 2529 2325 2.358,—  € 7459 000501 2.806,—  € 7459 000523

164 x 240 129 x 230 30 cm 2778 2748 2729 2539 2.678,—  € 7459 000 502 3.187,—  € 7459 000 524

176 x 260 141 x 250 30 cm 2978 2948 2929 2751 2.768,—  € 7459 000 503 3.294,—  € 7459 000 525

187 x 280 152 x 270 30 cm 3178 3148 3129 2967 2.857,—  € 7459 000 504 3.400,—  € 7459 000526

198 x 300 163 x 290 30 cm 3378 3348 3329 3181 3.063,—  € 7459 000 505 3.645,—  € 7459 000 527

209 x 320 174 x 310 30 cm 3603 3573 3554 3397 3.430,—  € 7459 000 506 4.082,—  € 7459 000 528

221 x 340 186 x 330 30 cm 3823 3793 3774 3615 3.775,—  € 7459 000 507 4.492,—  € 7459 000 529

232 x 360 197 x 350 30 cm 3978 3948 3929 3757 3.825,—  € 7459 000 508 4.552,—  € 7459 000 530

243 x 380 208 x 370 30 cm 4178 4148 4129 3969 4.031,—  € 7459 000 509 4.798,—  € 7459 000 531

254 x 400 219 x 390 30 cm 4378 4348 4329 4089 4.237,—  € 7459 000 510 5.042,—  € 7459 000 532

Format 16:10

154 x 200 119 x 190 30 cm 2378 2348 2329 2127 2.242,—  € 7459000 511 2.669,—  € 7459 000 533

166 x 220 131 x 210 30 cm 2578 2548 2529 2341 2.358,—  € 7459 000 512 2.806,—  € 7459 000 534

179 x 240 144 x 230 30 cm 2778 2748 2729 2525 2.678,—  € 7459 000 513 3.187,—  € 7459 000 535

191 x 260 156 x 250 30 cm 2978 2948 2929 2771 2.768,—  € 7459 000 514 3.294,—  € 7459 000 536

204 x 280 169 x 270 30 cm 3178 3148 3129 2933 2.857,—  € 7459 000 515 3.400,—  € 7459 000 537

216 x 300 181 x 290 30 cm 3378 3348 3329 3145 3.063,—  € 7459 000 516 3.645,—  € 7459 000 538

229 x 320 194 x 310 30 cm 3603 3573 3554 3355 3.430,—  € 7459 000 517 4.082,—  € 7459 000 539

241 x 340 206 x 330 30 cm 3823 3793 3774 3567 3.775,—  € 7459 000 518 4.492,—  € 7459 000 540

254 x 360 219 x 360 30 cm 3978 3948 3929 3779 3.825,—  € 7459 000 519 4.552,—  € 7459 000 541

266 x 380 231 x 370 30 cm 4178 4148 4129 3991 4.031,—  € 7459 000520 4.798,—  € 7459 000 542

279 x 400 244 x 390 30 cm 4378 4348 4329 4105 4.237,—  € 7459 000 521 5.042,—  € 7459 000 543
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Original Instructions

Important Safety Instructions

Disclaimer

Milestone and its affiliated corporations and subsidiaries (collectively "Milestone"), intend to make this manual accurate and complete. 

However, Milestone makes no claim that the information contained herein covers all details, conditions or variations, nor does it provide 

for every possible contingency in connection with the installation or use of this subject to change without notice or obligation of any 

kind. Milestone makes no representation of warranty, expressed or implied, regarding the information contained herein. Milestone 

assumes no responsibility for accuracy, completeness or sufficiency of the information contained in this document.

Projecta® is a registered trademark of Milestone AV Technologies. All rights reserved.

When using your video equipment, basic safety precautions 

should always be followed, including the following:

1. Read and understand all instructions before using.

2. Maximum surrounding air temperature 50°c.

3. Main disconnect must be incorporated in the fixed wiring in 

accordance with the wiring rules.

4. Rated for indoor use only.

5. Use copper rated conductors rated 75°c or higher.

6. If the supply cord is damaged, it must be replaced by the 

manufacturer, its service agent or similarly qualified persons in 

order to avoid hazard.

7. Position the cord so that it will not be tripped over, pulled, or 

contact hot surfaces.

8. If an extension cord is necessary, a cord with a current rating at 

least equal to that of the appliance should be used. Cords rated 

for less amperage than the appliance may overheat. 

9. To reduce the risk of electric shock, do not disassemble this 

appliance. Contact an authorized service dealer when repair 

work is required. Incorrect reassembly can cause electric shock 

when the appliance is used subsequently.

10. The use of an accessory attachment not recommended by the 

manufacturer may cause a risk of fire, electric shock, or injury to 

persons.

11. Failure to provide adequate structural strength for this 

component can result in serious personal injury or damage to 

equipment! It is the installer’s responsibility to make sure the 

structure to which this component is attached can support the 

weight of all equipment. Reinforce the structure as required 

before installing the component.

12. Use this projection screen only for its intended use as described 

in these instructions. Do not use attachments not recommended 

by the manufacturer.

Save These Instructions
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